THE AIREGARD 114 CLEAN AIR MODULE PROVIDES RELIABLE PROTECTION AGAINST A WIDE RANGE OF CONTAMINANTS
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NUAIRE 114 CLeaN AIR MODULE

The AireGard NU-144 unit is a portable self-contained unit capable Model NU-114-424 Standard Features
of filtering particulates, odors, fumes, and gases; depending on filter - HEPEX Zero Leak Airflow System
configuration. The standard filter configuration is true HEPA* filtration * Non-scuff, lockable, 4" casters ‘

Textured Powder Coat Urethane Finish
Fiberglass 1" prefilters

HEPA (99.99%) 6" final filter

Central Control Panel

with eight square feet of filter surface and fiberglass prefilters.
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AireGard Applications

. e This versatile unit can be used to recirculate air in a defined area, or * N5 VAC, 60 Hz, 6 AMPS Single Phase B
be placed between two distinct adjacent areas to act as a positive or * Retractable 30" Power Cord
ti device. The intake side will h | ( tive) ai + Width: 26.5" - Depth: 26" - Height: 55.5"
negative pressure device. The intake side will have lower (negative) air - Net Weight 185 Ibs. | 1:"‘:82 — .
pressure and the outlet side will have higher (positive) air pressure. - Noise Level 56 dba at 3' from output side with % $ ‘q i 3 222 Room Air
background noise of 42 dba @ 93 fpm B ﬁgg\ % % 222 Prefitered Air
{ | Construction + Motor Speed Control 9 %ﬁ\% b % ] eee
) — 3095926 ] eoe . R
~ e The AireGard 114 can be ‘built in’ to a temporary wall or hallway during Options z}i %} % % ] se¢ HEPAFiltered Clean Air
= construction or remodeling projects. Air can be continuously drawn ) ‘y '!
i : . . + Flange for the perimeter of unit for ease in .
away from the contaminated area and exhausted as clean HEPA-filtered . ‘1
sealing between separate areas
air into the clean area. The AireGard 114 can also be used within a « Fabric Dust Cover
construction area to recirculate and purify air when ceiling tiles, walls, + Colors - Special Order
Positive / Negative Room Pressure Application or plumbing are disrupted or if fumes and odors are evident from + Adapters for specialized filter needs

cleaning, painting, etc.

Filtration Options
- Clinical / Medical « Variety of prefilter efficiencies
* MERV 14 (95%) 2" Particulate final filters by 3M
The Airgard 114 can be used for recirculating air in common areas where . Activated Carbon filters 2" or 4"
highly filtered air is desired and any location where the potential (urine, smoke and certain odors)
infection status of occupants is a concern. HEPA filtration is effective in * Potassium Permanganate filters 2" or 4"

controlling infectious bacteria and viruses ranging from common ‘cold’ (gas phase, fume, chemical pollutants)

- ~ germs to more dangerous organisms such as SARS and TB.

Biological Terrorism

The unit can provide a significant measure of safety in the capture and
containment of microbes having a history of use or those likely to be

~Room Recirculation Application used in an act of terrorism.

* [ES-RP-CCO01.3 Standard \

Larger, Longer Lasting, Superior Performance Filter Media More Air Changes Means Air is Filtered More Freqguently Resulting in Superior Air Quality

Corrugated aluminum separators

The most important design feature | mum filter life. Filter life is also Perticle BT Eer media General Air Quality Example:
of any f.|Itrat|on l{m-t is how cgm.plete- ex'tended due ’Fo our ability tp main- Room size in feet [H x W x D] = X cu. ft. room size = 8 ft. x 10 ft. x 12 ft. = 960 cu. ft.
ly the filter media is used within the | tain proper airflows by using the . _ . 720 CFM = 75 room air changes
system. Our individually selected fil- | external airflow controller. For uniform 720 CFM FA|r Volume} = number of room air — '
Room Size x cu. ft. changes per minute 960 cu. ft. per minute

ters work well within the cabinet | consistency, the operating horizontal s
design to provide an even flow of air | air flow [90LFPM] is held at a con- "
across the filters. The motor / blower | stant 720 CFM by a reqgulator that
automatically compensates for speed | controls motor speed.

as filters load up, allowing for maxi-

.75 X 60 minutes = 45 room air changes per hour

Neoprene gasket

HEPA cus

Please note that NuAire continually makes product improvements which may cause the product specifications to change. Please consult factory to verify current product specifications.
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